
4"
MIN.

5"

POSTS TO BE 5" MIN. DEEP
INTO CONC. IN Ø31

2" CORE
DRILLED OR BLOCKED OUT
HOLE & SET W/
NON-SHRINK GROUT

5" SQ. x 38" THK. BASE
PLATE W/ (4) Ø3

8" S.S.
ANCHORS

5"
MIN.

EMBEDDED POST MOUNT SURFACE MOUNT
 FACE MOUNT
(STAINLESS STEEL)

134"

31
2"

21
2"

31
2"

WELDED FACE MOUNT
BRACKET W/ (4) Ø3

8" S.S.
ANCHORS 23

8" 1 3
16"1 3

16"

MOUNTING OPTIONS

51
8"

5"

 FACE MOUNT
(ALUMINUM)

115
16"

FORMED FACE MOUNT
BRACKET W/ (4) Ø3

8" S.S.
ANCHORS

G414 CROSS SECTION

11
2" SCH. 40 PIPE (1.90" O.D.)

TOP RAIL

3'-61
2"

134"

33
8" MAX.
TYP.

Ø11
2" x 18" TUBE

GRIP RAIL
(WHERE REQ'D.)

Ø5
8" ROD STAND-OFF

WELDED TO GRIP
RAIL & POSTS

3'-0"

11
2" SCH 80 PIPE(1.90" O.D.)

 TENSION POSTS
11
2" SCH 40 PIPE (1.90" O.D.)

 LINE POSTS

Ø3
16" 316 S.S. 1X19

CABLE INFILL

G414 ELEVATION

3'-61
2"

134"

4" TYP.EQ. TYP. PER SPAN
4'-0" MAX

EQ. TYP. PER SPAN
4'-0" MAX

EQ. TYP. PER SPAN
4'-0" MAX

TENSION POST

112" 178"

GRIP RAIL

178"

TOP RAIL &
LINE POST

1
8" SCH. 40 SCH. 80

POST STAND-OFF W/
PIVOT

MATERIALS
AVAILABLE IN ALUMINUM

AND STAINLESS STEEL
TYP. CABLE/POST CONFIGURATION

& CABLE END DETAILS FOR CABLE RAIL

11
2" SCH 80 PIPE

TENSION POST
(1.90" OD)

11
2" SCH 40 PIPE

LINE POST
(1.90" OD)

Ø3
16" 316 S.S.

1X19 CABLE INFILL

S.S.TENSIONING RECIEVER
AND THREADED STUD
SWAGGED TO CABLE

CABLE TO PASS THRU
LINE POSTS (GROMMETS USED
IN ALUM. POSTS)
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